JUNCTION BOX
EJB 30 M1

Flameproof

Zone 1,2,21,22

SPECIFICATION

TYPE

Application

Protection

Marking{ATEX)

Ingress Protection to |IEC 60259
Temperature ClassPower dissipation
Cerlificate Mo.

Standards

Material

Finish

Ambient temperatura

Lid Ficirg

Earthing

Enclosure Mounting

EJB30 M1

Flame proof Ex d enclosure

Ex d IIC T&/TST4 Gb, Ext IIIC TBS'C /T100°CIT135°C Db
@260

IP 686

TE/TST4 (see table 1)

Under cerification

|EC 600790 | |EC 60079-1 . IEC 61241-1 , IEC-60529
Copper free Aluminum

As Aluminum or Electrostatic paint to suit customer Application
-30"C to +55'C |, -20°C to +40°C

Threaded Type

M35 External / MB internal earth stud

4 slotled fixing holes for (M8} screws

Table 1- Maximum Permitted dissipation power

Type of Tamb (-20°C to + 40°C ) Tamb (-30°C to + 55°C ) Max. Max.
Endoainns T4, 15, T, T4, 15, T8, Rated Rated
T138C  TWS'C TBS'C TG TiB'C  TAEG Current  Voltage
EJB 30 M1 412W 238w 152W 26 152W TOW Z50A, B0y
Table 2- Maximum number of entries per side
Other thread forms/ combination available on request _m
EXTERMAL D4 335 335 179
Type M20 /M16  M25 M3Z  NMD M50 ME3  NTERNALDIM 306 306 1255
EJB 30M1 | 6 3 2 2 1 Foing Brackets ; 260260
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